
PRO DECORATIVE C7

Bright White (5500K)
Opaque white glass bulb
0.5W / 18Lm / E12 base

PC7F-E12-WH
Warm White (2700K)

Opaque white glass bulb
0.5W / 14Lm / E12 base

PC7F-E12-WW

Blue LED
Opaque blue glass bulb

0.5W / E12 base

PC7F-E12-BL
Green LED

Opaque green glass bulb
0.5W / E12 Base

PC7F-E12-GR
Red LED

Opaque red glass bulb
0.5W / E12 Base

PC7F-E12-RE
Yellow LED

Opaque yellow glass bulb
0.5W / E12 Base

PC7F-E12-YE

Bright White (5500K)
Transparent glass bulb

0.5W / 18Lm / E12 base

PC7-E12-WH
Warm White (2700K)
Transparent glass bulb

0.5W / 14Lm / E12 base

PC7-E12-WW
Ultra Warm White (2400K)

Transparent glass bulb
0.5W / 12Lm / E12 base

PC7-E12-UWW
Deluxe Warm White (1900K)

Transparent glass bulb
0.5W / 9Lm / E12 base

PC7-E12-XWW
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Specif ications

Series
Input voltage
Color temperature
Lumens
Wattage
Dimming
Lens
Rating
Dimensions
Base
Rated life

PC7
120V, 60Hz AC
5500K / 2700K / 2400K / 1900K
See individual product
0.5W
Yes
Transparent or opaque glass
c/UL/us Listed for wet locations 
2-1/16” M.O.L. x 7/8” Dia.
E12
25,000 hrs

Per formance
• Multiple colors and color temperature of LEDs 

housed in clear or opaque glass bulbs
• IP65 rated for wet location use
• c/UL/us Listed for indoor and outdoor use
• Dimmable with CFL/LED dimmers  

(minimum loads will apply)

Construction
• Transparent glass bulbs enhance sparkle and opaque 

colored glass bulbs illuminate evenly
• Nickel base resists corrosion
• SMD LED is powered by driver on board for 120V AC use 

in candelabra (E12) sockets

Candelabra base (E12) cone shaped LED C7 lamps for direct 
replacement of 7W incandescent E12 lamps and save 93% in 
running costs. 
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